
GANCIO SUPERIORE "RAPID" CON FILETTO
THREADED TOP LINK AUTOMATIC HITCH
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ROTULE PER GANCIO RAPIDO SUPERIORE
BALLS FOR UPPER AUTOMATIC HITCH
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d (A12)

19
25.4

25.4

CORDA INFERIORE
LOWER ROPE

CORDA  SUPERIORE
UPPER ROPE

CGS 10997
CGI  10996

LUNGHEZZA TOTALE
TOTALE LENGTH

mm.

1500   -   SUPERIORE / UPPER 
4400   -   INFERIORE / LOWER

CORDA DI COMANDO PER GANCIO SUPERIORE E INFERIORE
CONTROL WIRE FOR UPPER AND LOWER AUTOMATIC HITCH
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4.50
4.24
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     GR 10975
     GR 10976
     GR 10969
   *GR 10974

     GR 10977
     GR 10979
** GR 10970

fP.TAC L

FORO/BORE Ø12

M20X1.5
M27X2
M30X2

FORO/BORE Ø20
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GANCIO SUPERIORE “RAPID” A SALDARE
-  CAT. 2 - 3 PER CILINDRI IDRAULICI

* A RICHIESTA  M24x2  -  ** A RICHIESTA  M30x2
* ON REQUEST  M24x2  -  ** ON REQUEST  M30x2

D

L
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Df

WELD ON TOP LINK AUTOMATIC HITCH

SIGLA
ARTICLE

SIGLA
ARTICLE

SIGLA
ARTICLE

SIGLA
ARTICLE

PESO IN Kg.
WEIGHT Kg.

PESO IN Kg.
WEIGHT Kg.

PESO IN Kg.
WEIGHT Kg.

THREADED / WELDED

Df 
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SF 10988 3
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